
HP ProCurve MultiService Access Point Series

Product overview

HP ProCurve MultiService Mobility Access Points
(MSM APs) bring intelligence to the network edge by
providing scalable, seamless wireless access
anywhere, anytime. Unlike “thin” or “lite” access
points, the MSM AP feature set is abundantly rich,
dispensing multiple network services, enforcing robust
security, and delivering high-performance client
access. An integral component of the HP ProCurve
Intelligent Mobility Solution, MSM APs support a
plug-and-play automatic configuration and ongoing
central control by ProCurve MultiService Mobility
Controllers for the highest degree of configurability
and ease of management.

Key features
b Single, dual, and tri radio

b 802.11a/b/g & 802.11n APs, 802.11b/g

access device

b Self-healing, self-optimizing local mesh
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Features and benefits

Industry-leading warranty

For as long as you own the product, with next-business-day advance replacement (available in most countries). The following hardware products and their related series modules have
a one-year hardware warranty with extensions available: HP ProCurve Routing Switch 9300m series, HP ProCurve Switch 8100fl series, HP ProCurve Network Access Controller
800, and HP ProCurve DCM Controller. The following hardware mobility products have a one-year hardware warranty with extensions available: HP ProCurve M111 Client Bridge,
HP ProCurve MSM3xx-R Access Points, HP ProCurve MSM7xx Mobility and Access Controllers, HP ProCurve RF Manager IDS/IPS Systems, HP ProCurve MSM Power Supplies, HP
ProCurve 1 Port Power Injector, HP ProCurve CNMS Appliances, and HP ProCurve MSM317 Access Device. Disk drives in the HP ProCurve ONE Services zl modules, HP ProCurve
Threat Mgmt Services zl module, and HP ProCurve MSM765zl Mobility Controller have a five year hardware warranty. Standalone software, upgrades, or licenses may have a
different warranty duration. For details, refer to the ProCurve Software License, Warranty, and Support booklet at www.procurve.com/warranty.

• Excludes J9422A and J9423A

Connectivity
• Auto-MDIX: automatically adjusts for

straight-through or crossover cables on all 10/100
ports

• IEEE 802.3af Power over Ethernet support:
simplifies deployment and dramatically reduces
installation costs by helping to eliminate the time
and cost involved in supplying local power at each
access point location

• IEEE 802.3af Power over Ethernet: provides
up to 15.4 W per port to IEEE 802.3af-compliant
PoE powered devices such as IP phones, wireless
access points, and security cameras

• Auto Channel Select (ACS): helps reduce radio
co-channel interference by automatically selecting
an unoccupied radio channel

Mobility
• Anywhere, anytime wireless coverage:

– Single, dual, and tri-radio IEEE 802.11a/b/g and
802.11n access points

– Integrated wired & wireless single radio
802.11b/g access device with 4 Ethernet ports &
1 pass-through port

– Per-radio software-selectable configuration of
frequency bands

– Self-healing, self-optimizing local mesh extends
network availability

– Wi-Fi Alliance certified for interoperability with all
802.11a/b/g/n client devices

– IEEE 802.3af PoE or external power cord on
selected models

• Interoperability: Wi-Fi Alliance certifications,
including IEEE 802.11g Wi-Fi and WPA2 to help
ensure multivendor interoperability

• Virtual Service Communities (VSCs):

– Up to 16 SSIDs, each with unique MAC address,
configurable SSID broadcasts

– Individual security and QoS profiles per VSC

– Configurable DTIM and minimum data rate per
VSC

– Each VSC mapped to separate IEEE 802.1q/A
and VLANs

– Security filter

– IP filter

• AP Client Access Control functions:

– IEEE 802.1x authentication using EAP-SIM,
EAP-FAST, EAP-TLS, EAP-TTLS, and PEAP

– MAC address authentication using local or
RADIUS access lists

– RADIUS AAA using EAP-MD5, PAP, CHAP, and
MS-CHAPv2

– RADIUS Client (RFC 2865 and 2866) with
location-aware support

– Layer 2 wireless client isolation


































